
 

 

APPLICATION NOTE: EVACLITE: VOICE ALARM SYSTEM 

This document helps you design a typical ‘EVACLITE’ BOQ for 2 scenarios;  
First: Incase of 40-60 speakers’ requirement, and Second: 100 speakers’ requirement.  
EVACLITE is a simple plug and play system; the installation schematic is also provided in the 
diagrams below. 
 

1. Key Components 
 

Evaclite system includes: 

a. 8 Zone Voice Alarm Controller 

b. 8 Zone Paging Station 

c. Built-in USB, MP3 & AM/FM Player 

d. Pre-recorded messages for Alert/Evac 

 

2. Typical Requirement 
 

Case 1 

a. BOQ: For an application with 40-60 speaker requirement, following components are 
required 

 

Item Code Description Qty 

EVACLITEPKG 8 Zone VA Controller + 8 Zone Paging Station 1 

SS-AMP480  480 Watt Amplifier 1 

SS-CL06E  6W Ceiling speakers 40 

SS-WM06  6W Wall Mount Speaker 10 

EWS-102  10W Wall mount Speaker 5 

 
b. Typical installation example (Rear View) 
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Case 2 

a. BOQ : For an application with 100 speaker requirement, following components are 

required 

Item Code Description Qty 

EVACLITEPKG 8 Zone VA Controller + 8 Zone Paging Station 1 

SS-AMP1000 1000 Watt Amplifier 1 

SS-CL06E  6W Ceiling speakers 70 

SS-WM06  6W Wall Mount Speaker 20 

EWS-102  10W Wall mount Speaker 10 

HS-267  15W Horn Speaker 2 

EWS-206W/5 20 W Wall Mount speaker (Hi-fidelity) 5 

 

b.  Typical installation example (Rear View) 
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